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Chicago & Western Indlana Railroad:
Dearborn Station Trainshed
(Polk Street Station)

IL-6

47 West Polk Street, at Dearborn Street,
Chicago, Cook County, Illinois

1883-85

Chicago & Western Indiana Railroad
47 West Polk Street

Chicago

Illinois

Demolished, May 1976

The Dearborn Station Trainshed of the Chicago & Western
Indiana Railroad was an unusual and unique example of
trainshed design, comhbining timber and wrought iron in the
massive trusses that supported the roof. It was possibly
the oldest structure of its kind in the United States at
the time of its destruction.

The trainshed was constructed during 1883-84, and completed
for use in October of 1885. It was designed to shelter ten
tracks, running north-south, in pairs with low platforms
between. The trainshed covered the area south of the main
station, between the east and west wings. This included an
open concourse about 135 feet long by 30 feet wide,
separated by an ornamental iron fence and gates from the
boarding platforms and tracks. The timber shed itself
measured about 165 feet wide and about 700 feet long. It
included timber and wrought irom rod trusses on 16 foot
centers with a louvered monitor at the top. The main truss
span was about 65 feet, supported on steel columns.

Sloping shed roofs were attached on each side to cover the
remalning tracks on the east and west.

In 1920 the open concourse was enclosed and heated to
increase waiting room space. In 1924 the station tracks
and platforms were lengthened and covered with steel
trusses from which were suspended steel canoples to the
south of the old trainshed. The old concourse was removed
and a new waiting room constructed between the east and
west wings. To the south of this waiting room was
constructed a new enclesed and heated concourse.
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A need to accommedate increased mail service resulted in
the construction of a supplementary trainshed in 1930.
Four additional north—south tracks with concrete platforms
were covered with a flat roofed steel and concrete
trainshed 100 feet wide by 350 feet long.

The trainshed became the focug of a bitter fight between
preservationists and developers in 1973, when the plans for
a 60,000 resident "New Town"” were amnounced for a site
bordering the Dearborm Station. The C&WL Railroad and the
developers sought to clear the site for new construction
related to the development project. The preservationists
sought to promote the adaptive reuse of the extant
gtructure. After a three year dispute, which included
court action, the station headhouse was saved, but the
trainshed was demolished in May of 1976. The proposed
"New Town" project was never initiated,
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